
Inspector: Jose Luis Barrera, Westside Home Inspections

Cover Page



  Westside Home Inspections

Page 1 of 32

INTRODUCTION
 
 
We appreciate the opportunity to conduct this inspection for you! Please carefully read your entire
Inspection Report. Call us after you have reviewed your emailed report, so we can go over any questions
you may have. Remember, when the inspection is completed and the report is delivered, we are still
available to you for any questions you may have, throughout the entire closing process.
 
Properties being inspected do not "Pass" or "Fail.”The following report is based on an inspection of
photographs provided by Sarkissian Law Group and therefore the inspection is limited to what can be
seen in the photographs. Additionally, items within photographs may be limited by vegetation and
possessions, etc. Depending upon the age of the property, some items like GFI outlets may not be
installed; this report will focus on safety and function, not current code. This report identifies specific
non-code, non-cosmetic concerns that the inspector feels may need further investigation or repair.
 
PURPOSE AND SCOPE
 
This Inspection Report is supplemental to the Property Disclosure Statement.
 
This document was prepared as a report of all visual defects seen in the fhotographs. It is not necessarily
an all-inclusive summary, as additional testing or inspection information/processes and analysis may be
pending. It is subject to all terms and conditions specified in the Inspection Agreement.
 
It should be noted that a standard pre-purchase inspection is a visual assessment of the condition of the
structure at the time of inspection and is subject to day-to-day changes. The inspection and inspection
report are offered as an opinion only, of items observed on the day of the inspection. Although every
reasonable effort is made to discover and correctly interpret indications of previous or ongoing defects
that may be present, it must be understood that no guarantee is expressed nor implied nor responsibility
assumed by the inspector or inspection company for the actual condition of the building or property
being examined.
 
This firm endeavors to perform all inspections in substantial compliance with the International
Standards of Practice for Inspecting Residential Properties (www.nachi.org/com).The scope of the
inspection is outlined in the Inspection Agreement, agreed to and signed by the Client. Our inspectors
inspect the readily accessible and installed components and systems of a property as follows: This report
contains observations of those systems and components that are, in the professional opinion of the
inspector authoring this report, significantly deficient in the areas of safety or function. When systems or
components designated for inspection in the Standards are present but are not inspected, the reason the
item was not inspected may be reported as well.
 
A copy of InterNACHI Standards of Practice is available at: (www.nachi.org/com). These standards
define the scope of a home inspection. Clients sometimes assume that a home inspection will include
many things that are beyond the scope. We encourage you to read the InterNACHI Standards of Practice
so that you clearly understand what things are included in the home inspection and report.
 
This report summarizes our inspection conducted on this date at the above address.
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STATEMENT OF LIMITATIONS
 
 
 
The following mold assessment is based on findings of the physical inspection and testing.
 
Findings are current and accurate for the date and time they were found, but do not reflect
 
expected or predictable mold growth and infestation on and within the property. This report
 
addresses only those areas physically inspected and sampled. The Inspector is not responsible or
 
liable for the non-discovery of any water damage, water problems, mold contamination, or other
 
conditions of the Subject Property which may occur or may become evident after the inspection
 
and testing time and date. Inspector is neither an insurer nor guarantor against water problems,
 
mold problems or other defects in the Subject Property and improvements, systems or
 
components inspected. Inspector makes no warranty, expressed or implied as to the fitness for
 
use of condition of the systems or components inspected. Inspector assumes no responsibility
 
for the cost of repairing any water problems, mold problems or any other defects or conditions.
 
Inspector is not responsible or liable for any future water problems, mold problems or any other
 
future failures or repairs. Remediation recommendations are suggested guidelines, not a detailed
 
remediation protocol. More or less actions may be necessary and will be determined by the
 
remediation company chosen by the property owners or other responsible party.
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ASSESSMENT AND TESTING PROTOCOL
 
 
Please find enclosed documentation pertaining to the Mold Assessment conducted by Westside Home
Inspections on 10/02/2025 at a apartment unit located at 701 S Gramercy Dr, Unit 208, Los Angeles, CA
90005.
 
This documentation contains the following:
 
·        A discussion of our mutually agreed upon Goals for this assessment.
·        An explanation of Procedures used by Westside Home Inspections and observations made on site.
·        Lab Reports resulting from sample collections along with a summary of findings.
·        Recommendations for Remediation.
·        Other informative information pertaining to microbial contamination.
 
GOALS
 
This assessment was performed to evaluate current air quality conditions which may relate to microbial
contamination caused by a past plumbing failure as well as to perform a general evaluation of the garage
for conditions that could lead to additional moisture or water intrusions to the building.
 
 
PROCEDURES
 
Westside Home Inspections performed indoor air testing for airborne microbial contamination, moisture
level assessments for building materials using direct-read real-time monitoring equipment and visual
observations of building areas as part of this inspection.
           
The inspection and testing were performed in accordance with generally accepted standards of mold
inspection, and sampling analysis also follows analytical methods recommended by the American
Industrial Hygiene Association (AIHA) and the American Conference of Governmental Industrial
Hygienists (ACGIH).  Currently there are no EPA standards for airborne mold spores.
 
 
Direct-Read Instrumentation:
/
Temperature and humidity Content was determined by using the Extech/Flir Instruments, Model
#EA20 Hygro-Termometer. The outside temperature was (68) humidity level was. (32%) humidity
level was (43.5%)
 
The moisture Content was determined by using the Protimeter moisture meter point.
 
 
Microbial Airborne Contamination:
 
Air samples were collected to determine indoor air quality relating to microbial contamination using an
Air-O-Cell™ spore trap. The samples were collected for a ten minute period with a calibrated flow rate of
15 liters per minute for a total sample volume of 75 liters.
 
The Air-O-Cell™ spore trap is a sampling device designed for the rapid collection and quantitative
analysis of a wide range of airborne aerosols. It collects non-viable particulate such as mold spores,
pollen, insect parts, skin cell fragment, fibers (asbestos, fiberglass, cellulose, etc.) and inorganic particles.
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GENERAL OBSERVATIONS
 

Narrative of Findings:
A comprehensive mold assessment was conducted at 8420 Cresthill Rd, Los Angeles, CA, with air
samples collected from multiple locations throughout the property. The analysis revealed that while
some areas maintained mold spore levels consistent with outdoor background concentrations, several
locations exhibited elevated mold counts, indicating potential concerns.
 

Utility Room:
The highest concentration of mold spores was detected in the utility room, where
Aspergillus/Penicillium levels reached 3,070 spores/m³, significantly exceeding the outdoor reference
level (200 spores/m³). Additionally, Stachybotrys/Memnoniella and Chaetomium spores, both
associated with water damage, were present, suggesting persistent moisture intrusion.
 

Interior Level 1:
Airborne mold spore levels in interior level 1 showed moderate elevations, particularly Basidiospores
and Cladosporium, both at 710 spores/m³, exceeding expected background levels. These findings
indicate potential humidity concerns but do not yet suggest widespread contamination. The total count
of mold spores in this area is within acceptable limits.
 

Interior Level 2:
On interior level 2, Aspergillus/Penicillium spores were measured at 820 spores/m³, with Cladosporium
at 1,500 spores/m³, levels that may indicate a localized fungal presence. While not alarmingly high, these
results suggest that moisture control measures should be evaluated. The total count of mold spores in
this area is within acceptable limits.
 

Basement:
The basement exhibited elevated Cladosporium levels (1,300 spores/m³) and Aspergillus/Penicillium
(310 spores/m³), which, while not extreme, reinforce the importance of monitoring humidity and
ventilation in this space. The total count of mold spores in this area is within acceptable limits.
 

Attic:
The attic contained moderate levels of Cladosporium (490 spores/m³) and Aspergillus/Penicillium (200
spores/m³), which, though not excessive, suggest that moisture control should be maintained to prevent
fungal amplification. The total count of mold spores in this area is within acceptable limits.
 

Conclusion &Recommendations:
Based on these findings, professional mold remediation is strongly recommended, particularly in the
utility room, interior level 2, and basement, where mold spore levels exceeded typical indoor
background concentrations. A state-licensed and IICRC/ACAC-certified mold remediation contractor
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should be retained to assess and remediate affected areas in accordance with EPA Mold Remediation
Guidelines.
 

Additionally, moisture intrusion sources should be identified and corrected to prevent further fungal
growth. This may include improving ventilation, repairing leaks, or implementing dehumidification
strategies to maintain indoor air quality and prevent mold recurrence.
 

Molds reproduce by means of tiny spores; the spores are not invisible to the naked eye and float through
outdoor and indoor air. Mold may begin growing indoors when mold spores land on surfaces that are
wet. There are many types of mold, and none of them will grow without water or moisture.
The key to mold control is moisture control. Before the cleanup or remediation can be considered
finished the source of the water intrusion must be located and fixed and the area dried. If the mold is
cleaned, but the water problem is not fixed, the mold problem will most likely come back.
This report is limited to accessible areas; it is possible that mold may be hidden in places such as the
back side of plaster/drywall, which was not accessible at the time of inspection.
Investigating hidden mold problems may be difficult and will require caution when the investigation
involves disturbing potential sites of mold growth.
 

Mold in General:
Molds are part of the natural environment and are simple, microscopic organisms whose purpose is to
break down dead materials. Molds can be found on plants, dry leaves and about every other organic
material. Mold spores are lightweight and are spread by air currents. If spores land on a suitable surface,
they will begin to grow. In order to thrive, mold requires four things to grow. They are: Water, Organic
materials, Oxygen, and an Optimum temperature (between 40 and 90 degree F). Mold growth is often
seen as a discoloration and can grow in several different colors. The most common are white, orange,
pink, blue, green, black, or brown.
To stop the growth of mold, it is important to first, find and stop the water/moisture concern! Mold
spores will not grow if moisture is not present. Indoor mold can and should be prevented or controlled
by controlling moisture. Look for evidence of water penetrating the house by locating water stains or
moist areas and FIX the water source! Look at your plumbing system for any leaks. Common leaks may
be caused by a damaged toilet seal or from an original sink or bath tub drain. Also check out your HVAC
systems’ condensation lines for any leaks or if they are properly insulated to prevent water dripping
from the lines themselves. Remember to always, always vent your clothes dryer outside! Clean your
gutters regularly and install bathroom vent fans if your home was not equipped with them originally.
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GENERAL RECOMMENDATIONS:
 
The following general recommendations are designed to offer guidance on remediation and prevention
based on industry standards. These are general procedures and may not encompass every remediation
need. It is important to defer to certified and experienced professionals for a more tailored approach. No
warranty is expressed or implied by these recommendations.
 
Remediation and Prevention Guidelines
 
1. Addressing Moisture Issues:
 
•Correct all moisture conditions contributing to mold growth before initiating remediation.
•Ensure relative humidity in the affected areas remains between 30%-60% using professional-grade
dehumidifiers.
•Remove any standing water and excess moisture with proper extraction equipment.
 
2. Qualified Professionals:
 
•Engage state-licensed and IICRC/ACAC-certified mold remediators with proven expertise in water
damage and microbial remediation.
•Ensure remediators provide proof of licensing, certification, and insurance, including Errors
&Omissions, General Liability, and Workers’ Compensation.
 
3. Containment and Air Quality Control:
 
•Establish containment in affected areas using 6-mil plastic barriers and maintain negative pressure
with HEPA-filtered Negative Air Machines (NAMs).
•Isolate the HVAC system during remediation to prevent cross-contamination. Portable dehumidification
may be necessary during this time.
 
4. Removal and Cleaning of Materials:
 
•Remove and discard water-damaged, mold-contaminated porous materials (e.g., drywall, carpet,
insulation) that cannot be adequately restored. Extend removal at least 2-3 feet beyond visibly affected
areas.
•Non-porous materials showing signs of mold must be scrubbed, cleaned with detergent, and wiped with
EPA-registered fungicidal solutions.
 
5. Personal Protective Equipment (PPE):
 
•All remediation workers must use appropriate PPE, including N95 respirators, non-vented eye
protection, disposable coveralls, and extended rubber gloves.
 
6. Structural Remediation:
 
•Sand or wire-brush contaminated wood surfaces to a depth of 1/16th of an inch, followed by fungicidal
treatment.
•Metal components should be thoroughly cleaned and treated. Consult a structural engineer before
removing any structural supports.
 
7. Post-Remediation Cleaning:
 
•HEPA vacuum and/or damp-wipe all surfaces within the containment area using an EPA-registered
product to ensure thorough cleaning.
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8. Post-Remediation Verification (PRV):
 
•Perform PRV by an independent, licensed Mold Assessor to verify that remediation efforts have been
successful before rebuilding or finishing.
 
Maintenance and Monitoring:
 
1. Monitor indoor humidity levels, especially during humid seasons, to ensure they stay below 60%.
2. Schedule regular cleaning of horizontal surfaces and flooring to prevent mold buildup.
3. Inspect HVAC and dehumidification systems periodically to ensure they operate efficiently.
4. Replace aging carpets and other materials prone to mold growth as part of routine maintenance.
 
Important Notes
 
•These recommendations align with the IICRC S520 Mold Remediation Standard and EPA guidelines for
safe and effective mold remediation.
•The remediation process may uncover additional contamination requiring further action. Always follow
the advice of certified professionals.
•This report reflects conditions observed at the time of inspection. Any future changes in conditions may
necessitate additional investigation and remediation.
 
By following these guidelines, property owners and remediators can address existing mold issues and
prevent future occurrences effectively.
 
 

The purpose of remediation is to eliminate mold and fungal growth and to remove contaminated
materials, such as drywall. As a general rule, simply killing the mold with a biocide is not sufficient. The
mold must be removed since the chemicals and proteins which cause a reaction in humans are still
present even in dead mold. The removal should be performed in a way that prevents the emission of
fungi and dust contaminated with fungi from leaving a work area and entering an occupied or non-
abatement area, while protecting the health of the workers performing the abatement. A professional,
licensed remediation company will be familiar with the EPA and IICRC guidelines on safely performing
this type of remediation.
After remediation has been completed the inspector recommends that air mold samples be taken before
replacement of drywall, if drywall need to be removed, to determine if remediation was process as per
EPA and IICRC standards.
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POSSIBLE HEALTH EFFECTS
 
Exposure to mold and other microbial contaminants in indoor environments may result in a range of
health effects, particularly for individuals who are sensitive or have pre-existing health conditions. Mold
illness, also known as Chronic Inflammatory Response Syndrome (CIRS), is a condition characterized by
systemic inflammation and acquired following exposure to water-damaged buildings containing
toxigenic organisms, including fungi, bacteria, and other microbial agents. Symptoms of CIRS can be
acute or chronic, and may include respiratory issues, skin irritation, and other systemic health problems.
 
The California Department of Public Health has concluded that the presence of water damage, dampness,
visible mold, or mold odor in indoor environments, such as schools, workplaces, and homes, is
unhealthy. Research has shown that exposure to visible water damage, damp materials, and mold can
lead to increased risks of respiratory diseases, such as asthma, allergies, and respiratory infections.
Other health effects linked to mold exposure may include:
 
 
•Asthma development or exacerbation
•Allergic reactions, including sneezing, runny nose, red eyes, and skin rashes
•Respiratory issues such as coughing, wheezing, and difficulty breathing
•Aggravation of asthma symptoms in individuals with existing asthma
•Hypersensitivity pneumonitis, a rare disease that mimics bacterial pneumonia
•Opportunistic infections in individuals with weakened or suppressed immune system.
 
 
In addition to mold, damp environments may harbor other biological contaminants, such as bacteria,
dust mites, and pests, all of which can contribute to health problems. Damp or wet building materials
and furnishings may also emit harmful chemicals into the indoor air, further compounding potential
health risks.
 
It is important to note that health symptoms caused by mold exposure are not always exclusive to mold
contamination and may result from other environmental factors or conditions. However, individuals
experiencing symptoms that may be linked to mold exposure should consult a healthcare professional,
particularly those trained in environmental medicine or Chronic Inflammatory Response Syndrome
(CIRS), for further evaluation and guidance.
 
Bioaerosol exposure in indoor environments may pose health risks to all individuals, not just those who
are particularly sensitive. Pre-existing health conditions and genetic factors can make individuals more
vulnerable to the adverse effects of microbial exposure. Therefore, if symptoms are observed that may
be related to exposure in a damp or mold-affected building, seeking medical advice is essential for an
accurate diagnosis and appropriate treatment.
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 INSPECTION DETAILS 

Inspection Time
Start: 1:00 PM, End: 2:00 PM

Who is in Attendance
Selling agent present

Home Type
Single Family Home

Garage/Carport
Attached 2 Car Garage

Age of Home
Built in: 1925 (100 years)

Square Footage
Approx. 4629 sq ft - heated space

Front of Home faces
It faces north

Bedrooms and Bathrooms
5 Bedrooms 5 Bathrooms

Temperature
Approximately,65 degrees

Weather Condition
Clear

Ground/Soil Surface Condition
Surface was wet

Occupancy
• Vacant - Furnished
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 EXTERIOR 

Limitations
The following items are not included in this inspection: below-grade foundation walls and
footings, those obscured by vegetation or building components, and exterior building surfaces.
Components obscured by vegetation, stored items or debris are also not included. Any
comments made regarding these items are as a courtesy only. Some amount of cracking is
normal in concrete slabs and foundation walls due to shrinkage and drying.

Wall Covering Condition
Type: Masonry Stucco Noted
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, small cracks were observed on the stucco surface of the exterior
balcony wall. While these do not appear to be a structural concern, repairs are recommended
for aesthetic purposes and to help prevent potential water intrusion into the structure.

Small cracks noted Small cracks noted Small cracks noted
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 ROOF SYSTEMS 

Limitations
The following items or areas are not included in this inspection: areas that could not be
traversed or viewed clearly due to lack of access, areas and components obscured by solar
roofing components, any comments made regarding these items are as a courtesy only. The
inspector does not provide an estimate of remaining roof surface life, does not determine that
the roof has absolutely no leaks at the time of the inspection, and does not determine that the
roof won't leak in the future. Only active leaks and evidence of past leaks observed during the
inspection are reported on as part of this inspection. To absolutely determine than no leaks
exist, complete access to all roof structure areas must be available during a wide variety of
weather conditions, including prolonged heavy rain, high wind from varying directions, heavy
accumulations of snow and/or ice, and melting snow and ice.

Roof Covering Condition
Type: Clay (Spanish) Tile
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, the roof was found to require maintenance. Regular maintenance is
essential to address minor issues and prevent costly repairs or replacements. Additionally,
missing nails were observed on the roofing material, which can create entry points for water,
leading to leaks and potential interior damage. It is recommended to perform routine roof
maintenance and seal all exposed nails with a waterproof roofing sealant to prevent water
intrusion and protect the roof system.

Missing nails noted
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Flashing Condition
Comments:

Your roof system includes many different components working together to drain water correctly
and keep your property dry. One of the most important components for keeping your roof
system working is roof flashing. There are several types and styles of flashing that should be
installed around different areas of a typical sloped roof. Metal flashing is installed around your
roof’s most vulnerable areas to direct water flow away into your gutter drainage system. This
includes areas where roof shingles or tiles meet a vertical wall or a sloped sidewall, as well as
chimneys, skylights, plumbing stack vents, bathroom or laundry vents, and more. The most
common flashing material today is steel due to its highly effective water diversion, but there are
also flashing options in aluminum and copper metals.

Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, kick-out flashing was not installed at the junction of the roof and the
balcony wall. Without this flashing, water can seep into the exterior wall covering, potentially
leading to moisture intrusion and damage. It is recommended to install kick-out flashing to
direct water away from the wall and preserve the home's materials.

No kick-out flashing noted
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 ATTIC 

Limitations
The following items or areas are not included in this inspection: areas that could not be
traversed or viewed clearly due to lack of access, areas and components obscured by
insulation, any comments made regarding these items are as a courtesy only. Note that the
inspector does not determinate if rafters, trusses, joists, beams, etc. are of adequate size,
spanning or spacing. The inspector does not determine that the roof has absolutely no leaks at
the time of the inspection, and does not determine that the roof won't leak in the future. Only
active leaks and evidence of past leaks observed during the inspection are reported on as part
of this inspection. To absolutely determine than no leaks exist, complete access to all roof
structure areas must be available during a wide variety of weather conditions, including
prolonged heavy rain, high wind from varying directions.

Access Condition
Comments:

Not all areas of the attic were visible for inspection due to inaccessibility of low head room or
where insulation covers ceiling joists. This is a limited review of what can be viewed from a safe
platform.

Structure Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. Stains were visible on the roof structure in one or more areas. These areas were dry at the
time of the inspection. The presence of dry stains suggests previous or intermittent water
intrusion, potentially from past or current leaks. It is recommended that the client monitor these
areas during and after heavy rainfall to confirm whether active leaks are present. Early
detection can prevent further water damage and maintain the integrity of the structure.

3. During the inspection, Possible damage consistent with wood-destroying organisms was
observed. This condition poses a potential risk for infestation, which can lead to structural
deterioration over time. It is recommended to have a licensed termite contractor conduct a
thorough inspection and implement any necessary treatment to prevent further damage and
preserve the integrity of the wooden structure.

Evidence of past or present leaks
noted

Evidence of past or present leaks
noted

Evidence of past or present leaks
noted
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Possible termite damaged noted Possible termite damaged noted

Duct work Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, damage was observed on the foil overlay of the ductwork. This
condition may reduce efficiency. It is recommended to repair or replace the damaged section to
maintain proper HVAC performance.

3. One or more flex duct supports (hanger straps) were damaged at the time of inspection.
Damaged straps can cause duct sagging, airflow restriction, and potential damage to the ducts,
reducing HVAC efficiency. Manufacturers and the Sheet Metal and Air Conditioning Contractors
National Association (SMACNA) recommend using straps at least 1 ½ inches wide. It is
recommended to replace the damaged straps to maintain proper airflow and protect the duct
system.

Duct work damaged noted/broken hangers noted
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Insulation Condition
Type: Fiberglass batts with foil facing noted., Insulation averages 3 to 4 inches. Recommend
installing more.
Comments:

Insulation helps your home stay cool in the summer and warm in the winter, so you don’t have
to crank up your heating or cooling system to the max just to get by. It gives you the best
possible starting point to enjoy easy, efficient year-round comfort. If your home has poor
insulation and air leaks, you could be spending 20% more than you need to on heating and
cooling.* It also means extra wear and tear on your heating system and air conditioner. Proper
insulation and air sealing is the best way to prevent wasted energy and keep your home and
energy bill in a comfortable, happy place. Saving energy benefits your home, community and the
environment. Improving your insulation is one of the best steps you can take to make a
difference in terms of your home’s energy performance and carbon footprint.

IMPROVE: The house has only a minimal amount of visible insulation at the time of inspection.
Expect high heating and cooling energy costs. Recommend having the home professionally
insulated to reduce energy expenses.

The attic access hatch was not insulated at the time of inspection. Expect higher energy costs.
Recommend insulating the attic access hatch to reduce energy expenses.
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. Insulation in the attic was missing in some areas at the time of inspection. Settled or
improperly installed insulation loses its R-Value, decreasing its effectiveness at regulating
indoor temperatures. This can result in higher energy costs and reduced comfort. Recommend
professional insulation installation to enhance energy efficiency and lower utility expenses.

Insulation missing noted
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Electrical Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. Some wires and cables in the attic were not properly attached to the framing at the time of
the inspection. Loose wiring can result in physical damage, increasing the risk of electrical
shorts or fires. Recommend securing all wiring to the framing in accordance with current
electrical codes for safety and longevity.

Wires not attached to framing noted
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 CRAWLSPACE AND BASEMENT 

Limitations
The following items are not included in this inspection: below-grade foundation walls and
footings. Any comments made regarding these items are as a courtesy only. Some amount of
cracking is normal in concrete slabs and foundation walls due to shrinkage and drying. Note that
the inspector does not determinate the adequacy of sump pumps, seismic reinforcement, nor
determine if support posts, columns, beams, joists, studs, trusses, etc. are of adequate size,
spanning or spacing.

Crawlspace Condition
Comments:

Crawl spaces are an important part of many homes, but they can also be sources of potential
problems if not properly inspected and maintained. Regular inspections are key to keeping your
home safe from water damage, mold growth, structural issues, pest infestations, and more.
Crawlspace inspections allow your home inspector to see and visually inspect a number of
systems beneath the home. These include but are not limited to:

Structural joists

Cripple walls

Electrical wiring in or outside of conduit

Supply and drainage (sewer) plumbing lines

Under-floor heating systems

And more!
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, some areas of the crawlspace floor were found to be wet, attributed to
water intrusion through the crawlspace vent. Prolonged moisture exposure can lead to
structural damage and promote mold growth. It is recommended to address the source of water
intrusion promptly, implement necessary repairs, and professionally dry the affected areas to
prevent further damage and maintain the crawlspace in good condition.

Wet/damp ground noted



  Westside Home Inspections

Page 19 of 32

Moisture Intrusion Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. Moisture intrusion was observed in some areas of the crawlspace during the inspection.
Excess moisture can lead to high humidity levels, the growth of mold, and potential damage to
stored items and structural materials. Over time, untreated moisture intrusion can cause long-
term damage to the foundation and materials within the home. It is recommended to have a
qualified professional evaluate the foundation and the source of the moisture intrusion. They
can offer advice on the best corrective measures to prevent future moisture-related issues and
ensure the longevity of the structure.

3. The soil in the crawlspace was damp or wet during the inspection, which may indicate that
surface water runoff is seeping under or through the foundation walls. Continued moisture
intrusion can lead to damage to materials, particularly wood, and create an environment
conducive to mold growth and other microbial activity. To prevent further issues, it is important
to address the source of the moisture and take corrective action, such as improving drainage
around the foundation and ensuring that the crawlspace is properly ventilated.

4. Efflorescence, characterized by white powdery deposits, was observed on the interior
surfaces of the foundation walls in the crawlspace during the inspection. This is a clear
indication of moisture intrusion. Persistent moisture can weaken the soil beneath the
foundation, compromising its ability to support the weight of the structure and potentially
leading to structural damage due to soil movement. Additionally, moisture intrusion can
deteriorate materials and create an environment conducive to mold and other microbial growth.
It is highly recommended to identify and address the source of moisture to prevent long-term
damage and preserve the structural integrity of the home.

Moisture intrusion noted Wet soil noted
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 INTERIOR  

Limitations
The following items are not included in this inspection: security, intercom and sound systems,
communications wiring, central vacuum systems, elevators and stair lifts, sources of obnoxious
odors, cosmetic deficiencies due to normal wear and tear in wall, floor and ceiling surfaces and
coverings, or in equipment, deficiencies relating to interior decorating, low voltage and gas
lighting systems. Any comments made regarding these items are as a courtesy only. Note that
the inspector does not evaluate any areas or items which require moving stored items,
furnishings, debris, equipment, floor coverings, insulation or similar materials. The inspector does
not test for asbestos, lead, radon, mold, hazardous waste, urea formaldehyde urethane, or any
other toxic substance. Some items such as window operability are tested on a sampled basis.
The client should be aware that paint may obscure wall and ceiling defects, floor coverings may
obscure floor defects, and furnishings may obscure wall, floor and floor covering defects. If
furnishings were present during the inspection, recommend a full evaluation of walls, floors and
ceilings that were previously obscured when possible. Determining the cause of odors is not
within the scope of this inspection.

Floor Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, elevated moisture levels were observed in the office floor. Excess
moisture can lead to structural damage, material deterioration, and conditions that encourage
microbial growth, such as mold. It is recommended to identify and address the source of
moisture and perform necessary repairs to prevent further damage."

Elevated moisture level noted
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Wall Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. Moisture damage was observed on office wall at the time of inspection. Recommend repairs
all areas to prevent mold growing and damage to structural components.

3. During the inspection, elevated moisture levels were observed on the office, basement, and
utility room walls. This condition may result from moisture wicking through the exterior walls or
a previous water leak within the home. It is recommended to conduct further evaluation to
identify and address the source of moisture intrusion to prevent potential structural damage
and microbial growth.

Moisture damage noted Elevated moisture level noted
(Office)

Elevated moisture level noted
(Basement)

Elevated moisture level noted Elevated moisture level noted(Bedroom #1)

Window Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:
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Ceiling Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, evidence of moisture intrusion was detected in the living room and
dining room ceilings. If left unaddressed, this condition may lead to mold growth and structural
damage. Repairs are recommended in all affected areas to prevent further deterioration and
ensure the integrity of the structure.

Moisture intrusion noted Moisture intrusion noted



  Westside Home Inspections

Page 23 of 32

 BEDROOM  

Limitations
The following items are not included in this inspection: security, intercom and sound systems,
communications wiring, central vacuum systems, elevators and stair lifts, sources of obnoxious
odors, cosmetic deficiencies due to normal wear and tear in wall, floor and ceiling surfaces and
coverings, or in equipment, deficiencies relating to interior decorating, low voltage and gas
lighting systems. Any comments made regarding these items are as a courtesy only. Note that
the inspector does not evaluate any areas or items which require moving stored items,
furnishings, debris, equipment, floor coverings, insulation or similar materials. The inspector does
not test for asbestos, lead, radon, mold, hazardous waste, urea formaldehyde urethane, or any
other toxic substance. Some items such as window operability are tested on a sampled basis.
The client should be aware that paint may obscure wall and ceiling defects, floor coverings may
obscure floor defects, and furnishings may obscure wall, floor and floor covering defects. If
furnishings were present during the inspection, recommend a full evaluation of walls, floors and
ceilings that were previously obscured when possible. Determining the cause of odors is not
within the scope of this inspection.

Wall Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, elevated moisture levels were observed on the Bedroom #1 wall. This
condition may be caused by moisture wicking through the exterior wall or a previous water leak
in the home. Further evaluation is recommended to identify and address the source of moisture
to prevent potential structural damage and microbial growth.

Elevated moisture level noted



  Westside Home Inspections

Page 24 of 32

 BATHROOM  

Limitations
The following items are not included in this inspection: overflow drains for tubs and sinks;
bidets, heated towel racks, saunas, steam generators. Any comments made regarding these
items are as a courtesy only. The inspector does not operate water supply or shut-off valves
for sinks, toilets, bidets, clothes washers, etc. due to the possibility of valves leaking or breaking
when operated. The inspector does not determine if shower pans or tub and shower enclosures
are water tight.

Wall Condition
Observations:

1. IMPROVEMENT AND REPAIR RECOMMENDED: It is recommended that a qualified licensed
contractor be contacted to further evaluate and repair or replace the following items as
necessary:

2. During the inspection, elevated moisture levels were observed on the Bathroom #1 wall. This
condition may be caused by moisture wicking through the exterior wall or a previous water leak
in the home. Further evaluation is recommended to identify and address the source of moisture
to prevent potential structural damage and microbial growth.

Elevated moisture level noted



  Westside Home Inspections

Page 25 of 32

Photos



  Westside Home Inspections

Page 26 of 32

DEFINITIONS:
 
Airborne: Supported especially by aerodynamic forces or propelled through the air by force.
 
Air Filtration Device (AFD): Depending on the mode of use, an AFD that filters (usually HEPA) and
recirculates air is referred to as an air scrubber. One that filters air and creates negative pressure is
referred to as a negative air machine (NAM).
 
Assessment: A process performed by an indoor environmental professional (IEP) that includes the
evaluation of data obtained from a building history and inspection to formulate an initial hypothesis
about the origin, identity, location, and extent of amplification of mold contamination. If necessary, a
sampling plan is developed, and samples are collected and sent to a qualified laboratory for analysis. The
subsequent data is interpreted by the IEP. Then, the IEP, or other qualified individual, may develop a
remediation plan.
 
Authorized (ATH): A microbial sample was collected and submitted to an AHIA certified laboratory for
analysis.
 
Contaminated: The presence of indoor mold growth or mold spores, whose identity, location, and
quantity are not reflective of a normal fungal ecology for similar indoor environments, and which may
produce adverse health effects, cause damage to materials, or adversely affect the operation or function
of building systems.
 
Condition 1 (Normal Fungal Ecology): An indoor environment that may have settled spores, fungal
fragments, or traces of actual growth whose identity, location, and quantity are reflective of a normal
fungal ecology for a similar indoor environment.
 
Condition 2 (Settled Spores): An indoor environment which is primarily contaminated with settled
spores that were dispersed directly or indirectly from a Condition 3 area, and which may have traces of
actual growth.
 
Condition 3 (Actual Growth): An indoor environment contaminated with the presence of actual mold
growth and associated spores. Actual growth includes growth that is active or dormant, visible or
hidden.
 
Containment: A precaution used to minimize cross-contamination from affected to unaffected areas by
traffic or material handling. Containment normally consists of 6-mil polyethylene sheeting, often in
combination with negative air pressure, to prevent cross-contamination.
 
Cross-Contamination: The spread of a source or sources of contamination from an affected area to an
unaffected area.
 
Dew Point Temperature: The temperature at which water vapor begins, or would begin, to condense.
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Fungus: One of the kingdoms into which living things are categorized. Fungi have distinct nuclei and
include a variety of types, such as molds, yeasts, and mushrooms.
 
HEPA (High-Efficiency Particulate Air): An air filter that removes 99.97% of particles at 0.3 microns in
diameter.
 
HVAC (Heating, Ventilation, and Air Conditioning): A system designed to regulate air temperature,
humidity, and cleanliness to ensure a comfortable indoor environment and good air quality.
 
Indoor Environmental Professional (IEP): An individual who is qualified by knowledge, skill,
education, training, certification, and experience to perform an assessment of the fungal ecology of
structures, systems, and contents at a job site, create a sampling strategy, sample the indoor
environment and submit to an appropriate laboratory, interpret laboratory data, and determine
Condition 1, 2, or 3 for the purpose of establishing a scope of work and verifying the return of the job site
to Condition 1.
 
Inspection: The gathering of information regarding the mold and moisture status of the building,
system, contents, or area in question.
 
Materially Interested Parties: An individual or entity substantially and directly affected by a mold
remediation project.
 
MERV (Minimum Efficiency Reporting Value): A measure of the minimum efficiency of an air filter
when dealing with particulate sizes between 0.3 to 10 microns.
 
Mold: A group of microscopic organisms that are part of the Fungi Kingdom. They generally reproduce
by means of spores and are ubiquitous.
 
Mycelium: The vegetative part of a fungus consisting of a mass of branching threadlike structures.
 
Mycotoxins: Toxic compounds produced by certain fungi. Some mycotoxins cling to the surface of mold
spores; others may be found within spores. More than 200 mycotoxins have been identified from
common molds, and many more remain to be identified.
 
MVOCs (Microbial Volatile Organic Compounds): Some compounds produced by molds are volatile
and are released directly into the air.
 
No Visible Evidence (NVE): The physical inspection of accessible surface areas did not indicate any
moisture stains, mold-like substance, or growth.
 
Negative Air Machine (NAM): An air filtration device that filters air and creates negative pressure in
the affected area.
 



  Westside Home Inspections

Page 28 of 32

Personal Protective Equipment (PPE): Safety items designed to prevent exposure to potential
hazards. Examples include: respirators, gloves, goggles, protective clothing, and tools.
 
Pathogenic: Causing or capable of causing disease.
 
Post-Remediation Verification: An inspection and assessment performed by an IEP after a remediation
project, which can include visual inspection, odor detection, analytical testing, or environmental
sampling methodologies to verify that structure, system, or contents have been returned to Condition 1.
 
Preliminary Determination: A conclusion drawn from the collection, analysis, and summary of
information obtained during an initial inspection and evaluation to identify areas of moisture and actual
or potential mold growth.
 
Probable Contamination (PC): Based on the physical inspection, probable mold or other microbial
contamination is present in this area.
 
Quality Control: Activities performed by a remediator that are designed to assure the effectiveness of
the advised or suggested remediation methods.
 
Remediate: The process of restoring, repairing, or correcting mold damage in buildings. The process
includes removing damaged materials, replacing them with new materials, and correcting the
problem(s) that caused the damage.
 
Relative Humidity: The ratio of the amount of water in the air at a given temperature to the maximum
amount it could hold at that temperature; expressed as a percentage.
 
Spores: The reproductive elements of lower organisms, such as fungi.
 
Toxinogenic: Toxin-producing fungi or bacteria.
 
Viable: Capable of germination and growth.
 
Volatile Organic Compounds (VOCs): Chemicals which vaporize at room temperature.
 
Visible Evidence Present (VEP): There was a moisture stain, mold-like substance, or growth seen on
the surface that would suggest the presence of mold, fungi, or microbial activity. A sample collected for
laboratory analysis for this area should be considered.
 
Threshold Exposure Limits: Threshold exposure limits for fungal air contaminants for individual
occupants have not been established, and because of other factors that affect the exposure levels
independent of area (proximity, duration), it is impossible to say with certainty how small an area of
visible mold growth is small enough to ignore. It is recommended, therefore, that all visible growth be
remediated regardless of area.
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REPORT SUMMARY

REPORT SUMMARY

EXTERIOR
Page 11
Wall Covering Condition

2. During the inspection, small cracks were observed on the
stucco surface of the exterior balcony wall. While these do not
appear to be a structural concern, repairs are recommended for
aesthetic purposes and to help prevent potential water intrusion
into the structure.

ROOF SYSTEMS
Page 12
Roof Covering Condition

2. During the inspection, the roof was found to require
maintenance. Regular maintenance is essential to address minor
issues and prevent costly repairs or replacements. Additionally,
missing nails were observed on the roofing material, which can
create entry points for water, leading to leaks and potential
interior damage. It is recommended to perform routine roof
maintenance and seal all exposed nails with a waterproof roofing
sealant to prevent water intrusion and protect the roof system.

Page 13
Flashing Condition

2. During the inspection, kick-out flashing was not installed at the
junction of the roof and the balcony wall. Without this flashing,
water can seep into the exterior wall covering, potentially leading
to moisture intrusion and damage. It is recommended to install
kick-out flashing to direct water away from the wall and preserve
the home's materials.

ATTIC
Page 14
Structure Condition

2. Stains were visible on the roof structure in one or more areas.
These areas were dry at the time of the inspection. The presence
of dry stains suggests previous or intermittent water intrusion,
potentially from past or current leaks. It is recommended that the
client monitor these areas during and after heavy rainfall to
confirm whether active leaks are present. Early detection can
prevent further water damage and maintain the integrity of the
structure.

3. During the inspection, Possible damage consistent with wood-
destroying organisms was observed. This condition poses a
potential risk for infestation, which can lead to structural
deterioration over time. It is recommended to have a licensed
termite contractor conduct a thorough inspection and implement
any necessary treatment to prevent further damage and preserve
the integrity of the wooden structure.
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Page 15
Duct work Condition

2. During the inspection, damage was observed on the foil overlay
of the ductwork. This condition may reduce efficiency. It is
recommended to repair or replace the damaged section to
maintain proper HVAC performance.

3. One or more flex duct supports (hanger straps) were damaged
at the time of inspection. Damaged straps can cause duct
sagging, airflow restriction, and potential damage to the ducts,
reducing HVAC efficiency. Manufacturers and the Sheet Metal
and Air Conditioning Contractors National Association (SMACNA)
recommend using straps at least 1 ½ inches wide. It is
recommended to replace the damaged straps to maintain proper
airflow and protect the duct system.

Page 16
Insulation Condition

2. Insulation in the attic was missing in some areas at the time of
inspection. Settled or improperly installed insulation loses its R-
Value, decreasing its effectiveness at regulating indoor
temperatures. This can result in higher energy costs and reduced
comfort. Recommend professional insulation installation to
enhance energy efficiency and lower utility expenses.

Page 17
Electrical Condition

2. Some wires and cables in the attic were not properly attached
to the framing at the time of the inspection. Loose wiring can
result in physical damage, increasing the risk of electrical shorts
or fires. Recommend securing all wiring to the framing in
accordance with current electrical codes for safety and longevity.

CRAWLSPACE AND BASEMENT
Page 18
Crawlspace Condition

2. During the inspection, some areas of the crawlspace floor were
found to be wet, attributed to water intrusion through the
crawlspace vent. Prolonged moisture exposure can lead to
structural damage and promote mold growth. It is recommended
to address the source of water intrusion promptly, implement
necessary repairs, and professionally dry the affected areas to
prevent further damage and maintain the crawlspace in good
condition.
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Page 19
Moisture Intrusion Condition

2. Moisture intrusion was observed in some areas of the
crawlspace during the inspection. Excess moisture can lead to
high humidity levels, the growth of mold, and potential damage to
stored items and structural materials. Over time, untreated
moisture intrusion can cause long-term damage to the foundation
and materials within the home. It is recommended to have a
qualified professional evaluate the foundation and the source of
the moisture intrusion. They can offer advice on the best
corrective measures to prevent future moisture-related issues
and ensure the longevity of the structure.

3. The soil in the crawlspace was damp or wet during the
inspection, which may indicate that surface water runoff is
seeping under or through the foundation walls. Continued
moisture intrusion can lead to damage to materials, particularly
wood, and create an environment conducive to mold growth and
other microbial activity. To prevent further issues, it is important
to address the source of the moisture and take corrective action,
such as improving drainage around the foundation and ensuring
that the crawlspace is properly ventilated.

4. Efflorescence, characterized by white powdery deposits, was
observed on the interior surfaces of the foundation walls in the
crawlspace during the inspection. This is a clear indication of
moisture intrusion. Persistent moisture can weaken the soil
beneath the foundation, compromising its ability to support the
weight of the structure and potentially leading to structural
damage due to soil movement. Additionally, moisture intrusion can
deteriorate materials and create an environment conducive to
mold and other microbial growth. It is highly recommended to
identify and address the source of moisture to prevent long-term
damage and preserve the structural integrity of the home.

INTERIOR
Page 20
Floor Condition

2. During the inspection, elevated moisture levels were observed
in the office floor. Excess moisture can lead to structural damage,
material deterioration, and conditions that encourage microbial
growth, such as mold. It is recommended to identify and address
the source of moisture and perform necessary repairs to prevent
further damage."

Page 21
Wall Condition

2. Moisture damage was observed on office wall at the time of
inspection. Recommend repairs all areas to prevent mold growing
and damage to structural components.

3. During the inspection, elevated moisture levels were observed
on the office, basement, and utility room walls. This condition may
result from moisture wicking through the exterior walls or a
previous water leak within the home. It is recommended to
conduct further evaluation to identify and address the source of
moisture intrusion to prevent potential structural damage and
microbial growth.
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Page 22
Ceiling Condition

2. During the inspection, evidence of moisture intrusion was
detected in the living room and dining room ceilings. If left
unaddressed, this condition may lead to mold growth and
structural damage. Repairs are recommended in all affected areas
to prevent further deterioration and ensure the integrity of the
structure.

BEDROOM
Page 23
Wall Condition

2. During the inspection, elevated moisture levels were observed
on the Bedroom #1 wall. This condition may be caused by
moisture wicking through the exterior wall or a previous water
leak in the home. Further evaluation is recommended to identify
and address the source of moisture to prevent potential
structural damage and microbial growth.

BATHROOM
Page 24
Wall Condition

2. During the inspection, elevated moisture levels were observed
on the Bathroom #1 wall. This condition may be caused by
moisture wicking through the exterior wall or a previous water
leak in the home. Further evaluation is recommended to identify
and address the source of moisture to prevent potential
structural damage and microbial growth.
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For the tests to which this accreditation applies, please refer to the laboratory’s Chemical Scope of Accreditation.  

 
 

   
 
 
 
 
 

  

 

Accredited Laboratory  
 

A2LA has accredited  

LA TESTING (EMSL ANALYTICAL, INC) 
South Pasadena, CA  

for technical competence in the field of  

Chemical  Testing 
  

This laboratory is accredited in accordance with the recognized Internati onal Standard ISO/IEC 17025:2017  

General requirements  for the competence of testing and calibration laboratories . This accreditation demonstrates 

technical competence for a defined  scope and the operation of a laboratory quality management system  

(refer to joint ISO -ILAC-IAF Communiqué dated April 2017). 

 
 

    Presented this 9th  day of December  2024. 

  

 

                        _______________________ 

    Mr. Trace McInturff,  Vice President , Accreditation Services  
    For the Accreditation Council 
    Certificate Number 2845.41   
    Valid to January 31, 2027  

 



 

  
(A2LA Cert. 2845.41) 12/09/2024           Page 1 of 1 
 

 
 

SCOPE OF ACCREDITATION TO ISO/IEC 17025:2017 
 
 

LA TESTING (EMSL ANALYTICAL, INC.)  
520 Mission Street 

South Pasadena, CA 91030 
Jerry Drapala          Phone: 800-303-0047 

 
 

CHEMICAL 
 

Valid To: January 31, 2027                                                                         Certificate Number: 2845.41 
 
In recognition of the successful completion of the A2LA evaluation process, accreditation is granted to this laboratory         
to perform the following test in the analyte categories below: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 

 
 
 

     

AIR MATRIX  

Test Test Method(s) 
 

Parameter / Analyte 

Combustion-by-Products 
(Black Carbon/Soot, Char and Ash) 

ASTM D6602 
MS-SOP-602 

Black Carbon/Soot 
Char 
Ash 

SOIL/SOLIDS/BULK MATRIX  

Test Test Method(s) 
 

Parameter / Analyte 

Combustion-by-Products 
(Black Carbon/Soot, Char and Ash) 

ASTM D6602 
MS-SOP-602 

Black Carbon/Soot 
Char 
Ash 
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June 12, 2024 
 
 
 
 
Jerry Drapala 
LA Testing 
520 Mission Street 
South Pasadena, CA  91030 
 
Dear Mr. Drapala: 
 
This is to confirm that LA Testing, is accredited by a National Voluntary Laboratory 
Accreditation Program (NVLAP) administered by the National Institute of Standards and 
Technology and has been approved by the Arizona Department of Health Services pursuant 
to A.R.S.§§36-495.02 (5) to perform airborne and Bulk Asbestos Fiber Analysis compliance 
testing. 
 
The Arizona Department of Health Services, Office of Laboratory Licensure and Certification 
has determined that the laboratory's ADHS certified date will coincide with the dates on the 
laboratory's NVLAP certificate. 
 

AZ0921 is the number which you will need to use when reporting compliance results to 
ADEQ or the USEPA.  Your approval from the Arizona Licensure Program must be renewed 
annually by application. 
 
If you have any questions, please do not hesitate to contact me at the above number or at 
envapp@azdhs.gov. 
 
Sincerely, 

 
Frank E. Martinez 
Program Manager 
Office of Laboratory Licensure and Certification 
Bureau of State Laboratory Services 
 
 
FM:aam 

mailto:envapp@azdhs.gov


Arizona Department Of Health Services
Office of Laboratory Licensure and Certification
250 N.17th Avenue, Phoenix, Arizona 85007-3246

Laboratory Methods, Instrument & Softwares AZ License: AZ0921, Lab Name: LA Testing

SW
Parameter EPA Method Certified On

BULK ASBESTOS BULK ASBESTOS

FIBER COUNTING 7400

Total Count: 2

6/11/2024 2:55:17 PM
Page 1 of 



CERTIFICATE OF PROFICIENCY

ELITE Program

Centers for Disease Control and Prevention (CDC)

Coordinating Center for Infectious Diseases

Issued by:

Respiratory Diseases Branch

Isolation Techniques EvaluationEnvironmental Legionella

National Center for Immunization and Respiratory Diseases

12/1/2025Expiration Date:

Member Since:

South Pasadena, CA 91030

520 Mission Street 

3/12/2009

United States of America

LA Testing
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